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INFORMACE O BALENI / PACKAGING INFORMATION

Spole¢nost Atena S.p.A. chrani své vyrobky
pomoci oball odolnych va¢i bézné predvidatelnému
zachéazeni, prirozené nikoli vi¢i prudkym narazdm a
pfipadné manipulaci, kterd muaze posSkodit obsah.
Materiadly dodavané spolec¢nosti Atena S.p.A. museji
byt udrzovany v dobrém stavu od okamziku nakupu
do okamziku instalace. Material je tfeba uchovavat
na uzavfeném, cistém a suchém misteé.

MODELY S VIDITELNOU KONSTRUKCI
VISIBLE STRUCTURE MODELS

Atena S.p.A. protects its products with resistant
packaging under normal handling.
Please handle packages with care to avoid shocks
and inappropriate handling that might damage what
is provided. Materials supplied by Atena S.p.A. shall
be maintained in good condition from purchase to

installation. Materials must be stored in a closed,
clean and dry site.

INFORMACE O BALENI / PACKING SPECIFICATION

KS V KRABICI

TLOUST'KA
THICKN.

MATERIAL
MATERIAL

ROZMERY
DIMENSIONS

MODEL

MODEL
[l &l

PIECES PER BOX
H15

KRABICE NA PALETE
BOXES PER PALLET

H15

HS8

P249RL5BICOOONE | P241RL5BICOOONE
HL/ALU 6/10 16 10 28 28 P249RLBBICOOONB | P241RLBBICOOONB
24 LINEAR

TEGULAR 600X600 7/10 16 10 28 28 P249RL7BICOOONBE | P241RL7BICOOONB
5/10 16 10 28 28 P249RC5BICOO0ONE | P241RC5BICOODONE

OC/STEEL
6/10 16 10 28 28 P249RCBBICOOONB | P241RCBBICOOONB
5/10 16 10 28 28 P159RL5BICOOONB | P151RL5BICOOONB
HL/ALU 6/10 16 10 28 28 P159RLBBICOOONE | P151RLBBICOOONE
;:SII:;\:\IIEAR B600X600 7/10 16 10 28 28 P159RL7BICOOONB | P151RL7BICOOONB
5/10 16 10 28 28 P159RC5BICOO0ONB | P151RC5BICOO0ONE

OC/STEEL
P159RCBBICOOONE | P151RCBBICODONE

TLOUST'KA
THICKN.

MATERIAL
MATERIAL

ROZMERY
DIMENSIONS

MODEL
MODEL

KS V KRABICI
PIECES PER BOX

KRABICE NA PALETE
BOXES PER PALLET

KOD* *

(24) PFLATLSBICOOONB | (15) PFL15L5BICOD0NB
HL/ALU 6/10 18 28 (24) PFLATLBBICOOONB | (15) PFL15LBBICOOONB
:;:::: fg 600X600 7/10 18 28 (24) PFLATL7BICOOONE | (15) PFL15L7EICO00NS
5/10 18 28 (24) PFLATC5BICODONB | (15) PFL15C5BICO00NB
0C/STEEL
6/10 18 28 (24) PFLATCBBICODONB | (15) PFL15CBBICO00NB
5/10 20 28 PPLANL5BICOO0NB
HL/ALU 6/10 20 28 PPLANLBBICOOONE
600X600 7/10 20 28 PPLANL7BICOOONB
5/10 20 28 PPLANCS5BICOO0NB
0C/STEEL
6/10 20 28 PPLANCBBICOO0NB
6/10 8 28 PTRIRLBBICOOONB
HL/ALU
ENIGMA 7/10 8 28 PTRIRL7BICOOONB
T 600X600
5/10 8 28 PTRIRC5BICOOONB
0C/STEEL
6/10 8 28 PTRIRCBBICOOONB
5/10 5 28 PEEBOCSBICOO0NB
Eg'gi'gé B600X600 | OC/STEEL
6/10 5 28 PEEBOCEBICOO0ONB

* 5 0ZNACUJE KAZETU SE ZKOSENYM OKRAJEM
" 0ZNACUJE KAZETU S PRAVOUHLYM OKRAJEM

** CAST KODU UVEDENA V SEDE BARVE SE MENI V ZAVISLOSTI NA
SPECIFIKACI POZADOVANE KAZETY.

*

2 MEANS TILE WITH BEVELLED EDGE

3 MEANS TILE WITH RIGHT EDGE

** THE GREY PART OF THE CODE CHANGES ACCORDING TO TILE'S
SPECIFICATIONS.



24 LINEAR 15 LINEAR
TEGULAR DESIGN

FLAT PLAN

MODELY SE SKRYTOU KONSTRUKCI
HIDDEN STRUCTURE MODELS

ENIGMA
TRIM

ENIGMA
ESCAPE

ENIGMA ENIGMA

OPEN

ENIGMA
SPACE

ENIGMA
DOMINO

ENIGMA
MATROX

INFORMACE 0O BALENI / PACKING SPECIFICATION

ROZMERY MATERIAL TLOUSTKA KS V KRABICI KRABICE NA PALETE
DIMENSIONS ~ MATERIAL  THICKNESS PIECES PER BOX BOXES PER PALLET
5/10 10 28 PENIRL5BICOOONB | PEOPRL5BICOOONE
HL/ALU 6/10 10 28 PENIRLBBICOOONB | PEOPRLBBICOOONE
ENIGMA
& 600X600
ENIGMA 7/10 10 28 PENIRL7BICOOONB | PEOPRL7BICOOONB
OPEN
5/10 10 28 PENIRC5BICO0O0ONB | PEOPRC5BICOO0ONB
OC/STEEL
6/10 10 28 PENIRCBBICOOONE | PEOPRCBEICOOONB
5/10 10 28 PESPAL5BICOOONB
HL/ALU 6/10 10 28 PESPALBBICOOONB
ENIGMA
SPACE B600X600 7/10 10 28 PESPAL7BICOOONB
5/10 10 28 PESPAC5BICOOONB
OC/STEEL
6/10 10 28 PESPACBEICOOONB
5/10 10 28 PENISL5EBICOOONB
HL/ALU 6/10 10 28 PENISLBBICOOONB
ENIGMA B600X600
DOMINO 7/10 10 28 PENISL7BICOOONB
5/10 10 28 PENISC5BICO00NB
OC/STEEL
6/10 10 28 PENISCEBICOOONB
5/10 10 28 PMATRL5BICOOONB
HL/ALU 6/10 10 28 PMATRLBBICOOONB
ENIGMA
MATROX 600X600 7/10 10 28 PMATRL7BICOO0ONB
5/10 10 28 PMATRC5EICO00NB
OC/STEEL
6/10 10 28 PMATRCBEICOOONE

* 5 0ZNACUJE KAZETU SE ZKOSENYM OKRAJEM
2 0ZNACUJE KAZETU S PRAVOUHLYM OKRAJEM

* * CAST KODU UVEDENA V SEDE BARVE SE MENI V ZAVISLOSTI NA
SPECIFIKACI POZADOVANE KAZETY.

* 5 MEANS TILE WITH BEVELLED EDGE

3 MEANS TILE WITH RIGHT EDGE

** THE GREY PART OF THE CODE CHANGES ACCORDING TO TILE'S
SPECIFICATIONS.
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ZPUSOB INSTALACE

INSTALLATION GUIDE

Vsechny stropni podhledy Atena jsou navrzeny tak, aby
zajistily snadnou montaz. V této ¢asti jsou uvedeny zakladni
kroky instalace systéemd Metal Modular s viditelnou,
skrytou a ¢asteéné viditelnou konstrukci. Udaje uvedené
v této ¢asti odpovidaji souc¢asnym technickym poznatkim.
Stropni podhledy Atena jsou vyrabény pro vnitini pouziti a
spliuji poZzadavky technickych norem pro stavby NTC 2008
a specifickych norem UNI EN 13964.

Pro pouZitiv exteriéru museji byt stropni podhledy a oplasténi
dimenzovany v zavislosti na atmosférickych cinitelich a na
prostredi, jako jsou ku prfikladu otfesy, plsobeni vétru,
tepelnd roztaznost, déle v zavislosti na misté instalace,
zpUsobu vyuziti budovy a dalSich technickych vlastnostech
daného projektu.

V pripadé, Ze se u stropniho podhledu predpoklada vyuziti
délicich prvkl, museji byt tyto néalezité dimenzovany, aby
podhled unesl pridané zatizeni. Sily pUsobici diky délicimu
prvku museji byt v takovém pripadé preneseny z podhledu
na konstrukci budovy nebo neseny prislusnym konstrukénim
prvkem. Zabrani se tak ohroZeni stability stropniho
podhledu, ke kterému dochazi pri pohybu pfilehlych prvkd
budovy. Pro antiseismické zény se doporucuje pouZziti
antiseismickych systémua Atena. Osvétleni a uZitkové prvky
museji byt zavéSeny samostatné, aby nezaté&zovaly systém
stropniho podhledu.

All Atena false ceilings are conceived to assure easy
installation steps. In this section we report the main
installation phases of Metal Modular systems with visible,
semi-concealed and hidden structures. The information
published in this section comply the current state of art.
Atena False ceilings are design and manufactured for
interior applications and comply with technical standards for
construction NTC 2008 and UNI EN 13964 requirements.

For outside applications, ceilings and walls must be sized
considering weather aspects such as, but not limited to,
earthquake, wind, thermal expansion and they must be
also related to installation site, building use and technical
specifications. If you plan to fix spacer elements to false
ceilings, these must be properly sized in order to support
the extra load. In this case, forces carried out by the
element partitions must be directed from the false ceiling
to the building structure or supported by properly structural
components. In this way stability of the false ceiling will be
protected against movement of the contiguous elements
of the building. For antiseismic areas Atena S.p.A.
recommends the use of reinforced antiseimic systems.
Lighting fixtures and accessories must be independently
hanged and not load directly on the false ceiling.
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ZAVESENI / HANGERS

KONSTRUKCE T
T STRUCTURE

1) Twister
2] Nonius

3) Standardni zavés s pruzinou
Standard hanger with spring

4) Pevny zavés

/V 90° hanger

Faze instalace: Installation steps:

e \/yznacit linky obvodového profilu. e Draw the lines of the perimeter frame.

e  Ur¢it vysSku stropniho podhledu vodovahou a oznacit e  Determine the height of the ceiling with a level
ji provazkem. and mark it with a string.

e  Pristoupit k montéZzi konstrukce: e Proceed with the installation of the structure:

1. Instalovat obvodové profily pomoci hrebikd, 1. Install the wall angles with nails, screws
Sroubu ¢i hmozdinek vhodnych pro material stén. and/or plugs suitable to the wall material.

2. Provést zavéSeni s ohledem na typ stropniho 2. Fix the hangers according to the type of
podhledu. ceiling to be installed.

3. Nainstalovat nosné profily ve vzdalenosti 3. Install the main runners with an interaxe of
1200 mm. 1200* mm.

4. Umistit sekundarni profily délky 1200 mm do 4. Proceed with the installation of 1200 mm
otvort v nosnicich. cross T profiles into the main carrier.

5. Umistit pri¢éné profily délky 600 mm do otvorud v 5. Install B00 mm Cross T into 1200 mm
sekundarnich profilech. Cross T profiles.

6. Osadit kazety. 6. Lay tiles on T structure.

*Oveéfit vzdalenost na zakladé zatizeni a specifickych podminek. *Verify the interaxe according to the load at m? and particular conditions

s N
ZAVESY TWISTER NA JEDNO ZACVAKNUTI
USE TWISTER TO HANG IT FAST
TWISTER je jedno z nejlepsich FeSeni pro instalace
konstrukci tvaru obraceného T. Odolnost proti vyhaknuti
e nebo prasknuti prevySuje B3kg.
TWISTER is one of the best solutions to install T
structures: it resist to tripping or breaking stress up
to more than B3Kg.
-




SYSTEMY S
VIDITELNOU

KONSTRUKCI
VISIBLE
STRUCTURE
SYSTEMS
24 LINEAR 15 LINEAR FLAT PLAN
TEGULAR DESIGN

KOMPONENTY SYSTEMU / SYSTEM COMPONENTS

KAZETY DVOJITA PRUZINA ZAVESNY DRAT S OCKEM  ZAVESNY DRAT S HACKEM
TILE DOUBLE SPRING HANGER WITH EYE HANGER WITH HOOK
KONSTRUKCE T / T STRUCTURE

19 AIZ??I'IDCZLIE CKC[)jIZIJJE mﬁﬁlﬁt - b Q/BOX
1 KAZETY / / / 2,78 pz/m? _
2 |QUuTA LN B PUZNOVOGEL |, ozs pm 100
s ZAESWOMTOIMSOUEM  jopeocouoscpa  POINKOMMACEL
4 ZARSVIDRATOMMOMACEM  sopeoavooesops | POZNKOUNACOEL " pe/me 100

L= Délka-1 **=
Q/B0OX= Ks v krabici nebo baleni

Spotfeba modelu 600x600

Cast kodu uvedena v Sedé barvé se méni v zavislosti na

specifikaci poZzadované kazety.

L= Lenght-1 **=

Q/BO0X= Pieces per box or bundles

The grey part of the code changes according to tile’s

specifications.

Incidence 600x600 model

OTREBA / INCIDENCES

DeLka

LenaHT B24 3700 mm 1200 mm 600 mm
SpotkesA MobuLu 600x600 g o -
INciDENCE MopuLe 600x600 U il REC 0.85 ml/m
SpraTkeBa MaopuLu 1200x600 0.85 ml/m? 1,70 ml/m2

INcibENcE MopuLe 1200x600

Konstrukce Steel
raznych modulech:

1) Standard 600x600
2) Standard 600x1200

Strong je navrzena ve dvou Steel Strong is manufactured

in two modules:
1) Standard 600x600
2] Standard 600x1200

Dalsi moduly jsou k dispozici na objednavku. Other modules on request.
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JEDNODUCHA TROJUHELNIKOVA KONSTRUKCE
SINGLE TRIANGULAR STRUCTURE

MODEL 600 x 800 mm
MODEL 600 x 600 mm

Faze instalace:

Vyznacit linky obvodového profilu.

N
A2
3
o
LA
=
A

A: MAX B00* mm
B: B00* mm

*0véfit vzdalenost na zakladé

zatizeni a specifickych podminek.
Verify the interaxe according to the
load at m? and particular conditions

Installation steps:
e Draw the lines of the perimeter frame.

Urc¢it vysku stropniho podhledu vodovahou a e  Determine the height of the ceiling with a level

oznacit ji provazkem.
Instalovat obvodové profily.
Provést zavéseni.

and mark it with a string.
e Install the perimeter profiles
e  Proceed with the hangers

Pristoupit k instalaci konstrukce a kazet: e Install structure and tiles as following:

11 UPEVNIT ZAVESNOU KOTVU NA PROFIL.
Hook oN THE HANGING BRACKET TO THE
TRIANGULAR PROFILE.

a) OsADIT KAZETY NA PROFILY.

COMPLETE THE INSTALLATION OF TILES PUSHING

THEM ON PROFILE.

2] ZAHAKNOUT ZAVES. 3] ZAVESIT PROFILY.
HANG THE BRACKET. HANG ALL PROFILES.

b) ZAJISTIT KAZETY PVC SPONOU. / \
FiX TILES EACH OTHER USING THE PVC CLIPS. PRO ENIGMA OPEN  UPEVNIT KAZETY

PRUZINAMI OPEN NA TROJUHELNIKOVY PROFIL.
ONLY ENIGMA OPEN  USE THE “OPEN SPRINGS”
TO HOOK TILES ON TRIANGULAR PROFILES.

/

/




SYSTEM SE

SKRYTOU
KONSTRUKCI
&) ooen
— STRUCTURE
SYSTEM

ENIGMA

KOMPONENTY SYSTEMU / SYSTEM

ENIGMA
OPEN

ENIGMA
SPACE

ENIGMA
DOMINO

MPONENTS

1 2 3
TROJUHELNIKOVY PROFIL SPOJKA PROFILU ZAVESNA KOTVA
TRIANGULAR PROFILE JOINT PROFILE FIXING CLIP
B 7
KAZETY DVOJITA PRUZINA
TILE DOUBLE SPRING

4 5

i

SPONY PRUZINA OPEN
CLIPS OPEN SPRING

8
ZAVESNY DRAT @4mm

S OCKEM
HANGER WITH EYE

ZAVESNY DRAT @4mm S
UCHYTEMHACKEM
HANGER WITH HOOK

TS  JEDNODUCHA TROJUHELNIKOVA KONSTRUKCE / SINGLE TRIANGULAR STRUCTURE

ZBOZi KOD

MATERIAL

* %
19 ARTICLE CODE MATERIAL = ' Elzos
. . . P 10

TROJUHELNIKOVY PROFIL POZINKOVANA OCEL -

1 | TRIANGULAR PROFILE HPTRITS GALVANIZED STeeL | 9/10 4000 1,70 ml/me baliky

bundles

SPOJKA PROFILU POZINKOVANA OCEL

2 | JOINT TRIANGULAR PROFILE APEIIRDY GALVANIZED sTeeL | 2710 / 0.45 pz/m? e
ZAVESNA KOTVA PRO TS POZINKOVANA OCEL .

3 | FIXING CLIP FOR TS APSFTRTR GALVANIZED STeeL | 2710 / 3 pz/m? 1o
SPONY PVC

4 Ces APCLPVC NG / 4 pz/m? /
PRUZINA OPEN )
(Pouze pro ENIGMA OPEN) POZINKOVANA OCEL )

5 | OPEN SPRING APGASIENIGMA GALVANIZED STEEL / 6 pz/m /
(for ENIGMA OPEN only)
KAZETY

8 | TIE / / / 2,78 pz/m? _
DVOUJITA PRUZINA @4mm PRUZINOVA OCEL

7| @4mm DOUBLE SPRING AOMODOPPDA SPRING STEEL / 0.25 pz/m? 100
ZAVESNY DRAT @4mm S OCKEM POZINKOVANA OCEL 2

8 | 4mm HANGER WITH EYE SCRECECHEER0RS GALVANIZED STEEL / 1 pe/im oo
ZAVESNY DRAT @4mm S A

9 UCHYTEMHACKEM AOPEGANCO250D4 POZINKOVANA OCEL / 1 pz/m? 100
@4mm HANGER WITH HOOK

HPTRITS* = u vSech hlinikovych nebo ocelovych kazet HPTRITS* = for all aluminum tiles or steel tiles with

s dérovanou plochou > 30% se doporucuje pouZzit ocelovy
predbarveny trojuhelnikovy profil kéd HPTRITSPRE

L= Deélka-| * *= Spotfeba modelu B00x800
Q/B0OX= Ks v krabici nebo baleni

Cast kodu uvedena v sedé barvé se méni v zavislosti na
specifikaci poZzadované kazety.

Poznamky pro pouziti kazet Enigma:

Pro nasledné barvené ocelové kazety Enigma se doporucuje kontinentalni profil.
Pro predbarvené ocelové kazety Enigma se doporucuje trojluhelnikovy profil.
Pro nasledné barvené a predbarvené hlinikové kazety Enigma se doporucuje
predbarveny trojuhelnikovy profil.

perforated area > del 30% we suggest to use a triangu-
lar profile made of postpainted steel code HPTRITSPRE

L= Lenght-l **= Incidence B00x600 model
Q/B0OX= Pieces per box or bundles

The grey part of the code changes according to tile's
specifications.

Enigma tile application note:

With postpainted steel Enigma tile we suggest continental profile.
With prepainted steel Enigma tile we suggest triangular profile.

With pre or postpainted aluminum Enigma tile we suggest prepainted
steel triangular profile.
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DVOJITA TROJUHELNIKOVA KONSTRUKCE + WINGER
DOUBLE TRIANGULAR STRUCTURE + WINGER

MODEL 600 x 800 mm
MODEL 600 x 600 mm

Faze instalace:

Vyznacit linky obvodového profilu.
Urc¢it vysku stropniho podhledu vodovahou a °

oznacit ji provazkem.
Instalovat obvodové profily.
Provést zavéseni.

Pristoupit k instalaci konstrukce a kazet: °

11 VLOZIT ZAVESNOU PRUZINU DO

NosNiku “C”.

INSERT THE SPRING HOOK ON THE CARRIER.

4) OsADIT KAZETY NA PROFILY.
COMPLETE THE TILES INSTALLATION PUSHING
THEM ON PROFILE.

Installation steps:

A: MAX 1200* mm

B: 1200* mm

*0véfit vzdalenost na zakladé
zatizeni a specifickych podminek.
Verify the interaxe according to the
load at m? and particular conditions

e Draw the lines of the perimeter frame.

Determine the height of the ceiling with a level

and mark it with a string.

e Install the perimeter profiles

e  Proceed with the hangers

2] UMISTIT SPOJKU WINGER NA NosNik “C”
A ZAHAKNOUT K TROJUHELNIKOVEMU PROFILU.
PLACE THE WINGER HOOK OVER THE CARRIER
AND CLOSE IT WITH THE TRIANGULAR PROFILE.

JISTICi KRIDELKA
LOCKING WINGS

i

3) ZAJISTIT KAZETY PVC SPONQU.
FIX TILES EACH OTHER USING THE PVC CLIPS.

— N

Install structure and tiles as following:

3] UZAVRIT JISTICT KRIDELKA SPOJKY WINGER
PRO ZAJISTENI TROJUHELNIKOVEHO PROFILU.
CLOSE WINGER WINGS.

Jisici
KRIDELKA
LockING WINGS

Kpnn ENIGMA OPEN UPEVNIT KAZETY \
PRUZINAMI OPEN NA TROJUHELNIKOVY PROFIL.
ONLY ENIGMA OPEN  USE THE “OPEN SPRINGS”
TO HOOK TILES ON TRIANGULAR PROFILES.




HIDDEN

SYSTEM SE
SKRYTOU )
KONSTRUKCI

STRUCTURE
SYSTEM

KOMPONENTY SYSTEMU / SYSTEM

ENIGMA ENIGMA

OPEN

ENIGMA
SPACE

ENIGMA
DOMINO

1 2 3 4 5 6
TROJIHELNIKOVY SPOJKA PROFILU SPONY WINGER NOSNIK *C* SPOJKA NOSNIKU “C”

TRIANGULAR PROFILE JOINT PROFILE CLIPS WINGER C” CARRIER CARRIER JOINT

7 8 9 10

KAZETY
TILE

PRUZINA OPEN
OPEN SPRING

|

ZAVESNY DRAT @4mm S OCKEM
HANGER WITH EYE

ZAVESNA PRUZINA
HOOK WITH SPRING

ZBOZi KOD MATERIAL .
1o ARTICLE CODE MATERIAL L ' S
. I . 10
TROJUHELNIKOVY PROFIL POZINKOVANA OCEL -
1 | TRIANGULAR PROFILE HPTRITS * GALVANIZED sTEEL | 9/710 | 4000 1.70 mi/m? bg?'c'lll‘gs
SPOJKA PROFILU POZINKOVANA OCEL .
2 | JOINT TRIANGULAR PROFILE AFETRIY GALVANIZED sTeeL | 2/10 / B4 Fm/w laD
SPONY PVC .
3 Ses APCLPVC v / 4 pz/m 100
SPOJKA WINGER POZINKOVANA OCEL
4 | WINGER HOOK APEIARINIEER GALVANIZED sTeeL | 8710 |/ 1.50 pz/m? /
) ) 10
NOSNIK “C” 49x27 POZINKOVANA OCEL ) -
5 | 49x27 ‘C’ CARRIEER MM04927 GALVANIZED sTEeL | 8/70 | 4000 0.85 ml/m baliky
bundles
SPOJKA NOSNIKU “C” POZINKOVANA OCEL
& | CARRIER JOINT ACCILINESS 24 GALVANIZED sTeeL | 8710 / 0.22 pz/m? 100
KAZETY .
7 TIE / / / 2,78 pz/m Vi
PRUZINA OPEN )
(Pouze pro ENIGMA OPEN) POZINKOVANA OCEL
8 | OPEN SPRING APEAEIENTEA GALVANIZED STEEL / & pz/m? /
(for ENIGMA OPEN only)
ZAVESNA PRUZINA POZINKOVANA OCEL .
9 | HOOK WITH SPRING ACGAMOLL4927 GALVANIZED sTEEL | 8/10 / 3 pz/m 100
ZAVESNY DRAT @4mm S OCKEM POZINKOVANA OCEL z
10| Bamm HANGER WITH EYE SCLEEEELCERR D GALVANIZED STEEL / 1 /w laD
HPTRITS* = u vSech hlinikovych nebo ocelovych kazet HPTRITS* = for all aluminum tiles or steel tiles with

s dérovanou plochou > 30% se doporucuje pouZzit ocelovy
predbarveny trojuhelnikovy profil kéd HPTRITSPRE

L= Deélka-| * *= Spotfeba modelu B00x800
Q/B0OX= Ks v krabici nebo baleni

Cast kodu uvedena v sedé barvé se méni v zavislosti na
specifikaci poZzadované kazety.

Poznamky pro pouziti kazet Enigma:

Pro nasledné barvené ocelové kazety Enigma se doporucuje kontinentalni profil.

Pro predbarvené ocelové kazety Enigma se doporucuje trojluhelnikovy profil.
Pro nasledné barvené a predbarvené hlinikové kazety Enigma se doporucuje
predbarveny trojuhelnikovy profil.

perforated area > del 30% we suggest to use a triangu-
lar profile made of postpainted steel code HPTRITSPRE

L= Lenght-l **= Incidence B00x600 model
Q/B0OX= Pieces per box or bundles

The grey part of code changes according to tile's
specifications.

Enigma tile application note:

With postpainted steel Enigma tile we suggest continental profile.
With prepainted steel Enigma tile we suggest triangular profile.

With pre or postpainted aluminum Enigma tile we suggest prepainted
steel triangular profile.
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JEDNODUCHA KONTINENTALNI KONSTRUKCE
SINGLE CONTINENTAL STRUCTURE

136

45
32,5

38

MODEL 600 x 800 mm
MODEL 600 x 600 mm

Faze instalace: Installation steps:
e \lyznacit linky obvodového profilu. e Draw the lines of the perimeter frame.
e Urcit vySku stropniho podhledu vodovahou a e  Determine the height of the ceiling with a level
oznacit ji provazkem. and mark it with a string.

e Instalovat obvodoveé profily. e Install the perimeter profiles
e  Provést zavéseni. e  Proceed with the hangers
e  Pristoupit k instalaci konstrukce a kazet: e Install structure and tiles as following:

1) NASUNOUT ZAVESNY KLIP NA 2) ZAVESIT KLIP. 3) ZAVESIT PROFILY.

KONTINENTALNI PROFIL. HANG THE BRACKET. HANG ALL PROFILES.

Hook THE HANGING BRACKET TO
CONTINENTAL PROFILE.

4] OsADIT KAZETY NA PROFILY. 3) ZAJISTIT KAZETY PVC SPONQU.
COMPLETE THE TILES INSTALLATION PUSHING FIX TILES EACH OTHER USING THE PVC CLIPS.
THEM ON PROFILE.

— N

A: MAX 1200* mm
B: B00* mm

*0véfit vzdalenost na zakladé

zatizeni a specifickych podminek.

Verify the interaxe according to the
load at m? and particular conditions

~

PRO ENIGMA OPEN: UPEVNIT KAZETY
PRUZINAMI OPEN NA KONTINENTALNI PROFIL.

ONLY ENIGMA OPEN  USE THE “OPEN SPRINGS”

TO HOOK TILES ON CONTINENTAL PROFILES.

~




SYSTEM SE

SKRYTOU
KONSTRUKCI
) iooen
~ STRUCTURE
SYSTEM
ENIGMA ENIGMA ENIGMA ENIGMA
OPEN SPACE DOMINO

KOMPONENTY SYSTEMU / SYSTEM

KAZETY
TILE

DVOJITA PRUZINA
DOUBLE SPRING

MPONENT

1 2 3 4 5
Q
Q
S
KONTINENTALNI PROFIL SPOJKA PROFILU ZAVESNY KLIP SPONY PRUZINA OPEN
CONTINENTAL PROFILE JOINT PROFILE FIXING CLIP CLIPS OPEN SPRING
B 7 8 9

i

ZAVESNY DRAT @4mm S
UCHYTEMHACKEM
HANGER WITH HOOK

ZAVESNY DRAT @4mm
S OCKEM
HANGER WITH EYE

CS JEDNODUCHA KONTINENTALNI KONSTRUKCE / SINGLE CONTINENTAL STRUCTURE
ZBOZi KOD MATERIAL .
e ARTICLE CODE MATERIAL L ' B/1E10n¢
o ) 10

KONTINENTALNI PROFIL POZINKOVANA OCEL -

1 | CONTINENTAL PROFILE HPTRICS GALVANIZED sTeeL. | B/10 4000 1,70 mi/m? baliky

bundles

SPOJKA PROFILU POZINKOVANA OCEL

2 | JOINT CONTINENTAL PROFILE | APGITRIC GALVANIZED sTee | 9/10 / 0,45 pz/m? /
ZAVESNY KLIP POZINKOVANA OCEL 5

3 | FIXING cLIP APCLFISS GALVANIZED STEeL | 10710 / 3 pz/m 100
SPONY PVC

4 | GiEE APCLPVC we / 4 pz/me ;
PRUZINA OPEN )
(Pouze pro ENIGMA OPEN) POZINKOVANA OCEL

5 | opeN SPRING APGASIENIGMA GALVANIZED STEEL / 6 pz/m /
(for ENIGMA OPEN only)
KAZETY

B | TiLE / / / 2,78 pz/m? /
DVOJITA PRUZINA @4 mm POZINKOVANA OCEL

7 | @4 mm DOUBLE SPRING AOMODOPPDA4 SPRING STEEL / 0.25 pz/m 100
ZAVESNY DRAT @4mm S OCKEM POZINKOVANA OCEL .

8 | B4mm HANGER WITH EYE SCLEECELICERE D GALVANIZED STEEL / 1 /o leg
ZAVESNY DRAT @4mm S ;
. A , POZINKOVANA OCEL .

9 | UCHYTEMHACKEM AOPEGANCO250D4 oD S / 1 pz/m 100

BG4mm HANGER WITH HOOK

L= Deélka-| * *= Spotfeba modelu B00x800
Q/B0OX= Ks v krabici nebo baleni

Cast kodu uvedena v sedé barvé se méni v zavislosti na
specifikaci poZzadované kazety.

Poznamky pro pouziti kazet Enigma:

Pro nasledné barvené ocelové kazety Enigma se doporucuje kontinentalni profil.

Pro predbarvené ocelové kazety Enigma se doporucuje trojluhelnikovy profil.
Pro nasledné barvené a predbarvené hlinikové kazety Enigma se doporucuje
predbarveny trojuhelnikovy profil.

L= Lenght-l **= Incidence B00x600 model
Q/B0OX= Pieces per box or bundles

The grey part of the code changes according to tile's
specifications.

Enigma tile application note:

With postpainted steel Enigma tile we suggest continental profile.
With prepainted steel Enigma tile we suggest triangular profile.

With pre or postpainted aluminum Enigma tile we suggest prepainted
steel triangular profile.
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DVOJITA KONTINENTALNI KONSTRUKCE + WINGER
DOUBLE CONTINENTAL STRUCTURE + WINGER

A: MAX 1200* mm

B: 1200* mm

*O0véfit vzdalenost na zakladé
zatizeni a specifickych podminek.
Verify the interaxe according to the
load at m? and particular conditions

MODEL 600 x 600 mm
MODEL 600 x 600 mm

Faze instalace: Installation steps:

e \lyznacit linky obvodového profilu. e Draw the lines of the perimeter frame.

e Urcit vySku stropniho podhledu vodovahou a e  Determine the height of the ceiling with a level
oznacit ji provazkem. and mark it with a string.

e Instalovat obvodoveé profily. e Install the perimeter profiles

e  Provést zavéseni. e  Proceed with the hangers

e  Pristoupit k instalaci konstrukce a kazet: e Install structure and tiles as following:

1 VLoZIT ZAVESNOU PRUZINU DO 2) UMISTIT SPOJKU WINGER NA 3] POUZIT SPOJKU WINGER PRO UPEVNENI a] UzAVRIT JISTICI KRIDELKA
NosNiku “C”. KONTINENTALNI PROFIL. NOSNIKU “C” KE KONTINENTALNIMU PROFILU. | SPOJKY WINGER PRO ZAJISTENI
INSERT THE SPRING HOOK ON THE INSERT WINGER JOINT IN USE WINGER HOOK TO CLASP CARRIER AND | PROFILU.

CARRIER. CONTINENTAL PROFILE. CONTINENTAL PROFILE JOINT. CLOSE WINGER WINGS.

LockING WINGS

JisTici
KRIDELKA

4) OsADIT KAZETY NA PROFILY. 3) ZAJISTIT KAZETY PVC SPONGU. f \
COMPLETE THE TILES INSTALLATION PUSHING FIX TILES EACH OTHER USING THE PVC CLIPS. PRO ENIGMA OPEN: UPEVNIT KAZETY
THEM ON PROFILE. PRUZINAMI OPEN NA KONTINENTALNI PROFIL.

ONLY ENIGMA OPEN  USE THE “OPEN SPRINGS”
TO HOOK TILES ON CONTINENTAL PROFILES.

— N




SYSTEM SE
SKRYTOU

HIDDEN
STRUCTURE
SYSTEM

KOMPONENTY SYSTEMU / SYSTEM COMPONENTS

KONSTRUKCI

ENIGMA ENIGMA

OPEN

ENIGMA
SPACE

ENIGMA
DOMINO

1 2
KONTINENTALNI PR. SPOJKA PROFILU

CONTINENTAL PROFILE JOINT PROFILE

8

KAZETY
TILE

3 4 5 6 7

SPONY WINGER  ODLLECVC NOSNIK “C” SPOJKA NOSNIKU “C”
CLIPS WINGER WINGER JOINT C” CARRIER CARRIER JOINT
9 10

11
ZAVESNY DRAT @4mm S OCKEM
HANGER WITH EYE

ZAVESNA PRUZINA
HOOK WITH SPRING

PRUZINA OPEN
OPEN SPRING

ZBOZi KOD MATERIAL .
Lo ARTICLE CODE MATERIAL L ' EVAEIES
- . 10
KONTINENTALNI PROFIL POZINKOVANA OCEL -
1 | CONTINENTAL PROFILE HPTRICS * GALVANIZED sTeeL | ©/10 | 4000 1.70 mi/m? bgaggs
SPOJKA PROFILU POZINKOVANA OCEL
2 | JOINT CONTINENTAL PROFILE AFERIC GALVANIZED sTeeL | 9/10 / 0.45 pz/m? /
SPONY PVC .
3 oS APCLPVC v / 4 pz/m 100
SPOJKA WINGER POZINKOVANA OCEL
4 | WINGER HOOK APSIARINEER GALVANIZED sTeeL | 8710 / 1.50 pz/m? /
PRODLUZOVACI SPOJKA WINGER POZINKOVANA OCEL 5
5 | WINGER JOINT APRCWINGER GALVANIZED STEEL | 10710/ 1.50 pz/m /
: < 10
NOSNIK “C" 49X27 POZINKOVANA OCEL -
8 | 49x27 “C’ CARRIER MIVIOAERE7 GALVANIZED sTeeL | ©/10 | 4000 0.85 mi/m? baliky
bundles
SPOJKA NOSNIKU “C” POZINKOVANA OCEL .
7 | CARRIER JOINT ACGILINE4S27 GALVANIZED sTeeL | 8710 / 0.22 pz/m 100
KAZETY
8| TiLE / / / 2,78 pz/m? Vi
PRUZINA OPEN )
(pro ENIGMA OPEN) POZINKOVANA OCEL .
9 | OPEN SPRING APGASIENIGMA GALVANIZED STEEL / 8 pz/m /
(for ENIGMA OPEN only)
ZAVESNA PRUZINA POZINKOVANA OCEL .
10 | HooK WITH SPRING ALY GALVANIZED sTEEL | 8710 / g [/t oo
44 ZAVESNY DRAT @4mm S OCKEM ) cococchons0na POZINKOVANA OCEL y 1 pa/me 100

@4mm HANGER WITH EYE

GALVANIZED STEEL

L= Deélka-| * *= Spotfeba modelu B00x800
Q/B0OX= Ks v krabici nebo baleni

Cast kodu uvedena v sedé barvé se méni v zavislosti na
specifikaci poZzadované kazety.

Poznamky pro pouziti kazet Enigma:

Pro nasledné barvené ocelové kazety Enigma se doporucuje kontinentalni profil.

Pro predbarvené ocelové kazety Enigma se doporucuje trojluhelnikovy profil.
Pro nasledné barvené a predbarvené hlinikové kazety Enigma se doporucuje
predbarveny trojuhelnikovy profil.

L= Lenght-l **= Incidence B00x600 model
G/BDX= Pieces per box or bundles

The grey part of the code changes according to tile's
specifications.

Enigma tile application note:

With postpainted steel Enigma tile we suggest continental profile.
With prepainted steel Enigma tile we suggest triangular profile.

With pre or postpainted aluminum Enigma tile we suggest prepainted
steel triangular profile.
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DVOJITA KONTINENTALNiI KONSTRUKCE S PROFILEM “U”
DOUBLE CONTINENTAL STRUCTURE WITH “U” PROFILE

MODEL 600 x 600 mm
MODEL 800 x 600 mm

Faze instalace:

e \lyznacit linky obvodového profilu.
e  Urcit vysku stropniho podhledu vodovahou a
oznacit ji provazkem.
e Instalovat obvodové profily.
e  Pripravit zavéSeni upevnénim zavitovych tyci ke
stropu.
e  Pristoupit k instalaci konstrukce a kazet:
11 ZAHAKNOUT ZAVESNOU KOTVU 2] ZAVESIT KOTVU.
Do PROFILU “U”. THEN, HOOK IT TO THE
HaNG THE BRACKET To “U” HANGER.
PROFILE.

51 OSADIT KAZETY NA PROFILY. 6] ZAJISTIT KAZETY PVC SPONOU.
PROCEED THE TILES INSTALLATION FiX TILES EACH OTHER USING THE
PUSHING THEM ON PROFILE. PVC CLIPS.

FRU ENIGMA UPEN: UPEVNIT KAZETY
PRUZINAMI OPEN NA KONTINENTALNI PROFIL.
ONLY ENIGMA OPEN USE THE “OPEN SPRINGS”
TO HOOK THE TILES ON CONTINENTAL PROFILES.

A: MAX 1500* mm
B: 1200* mm
*Ovérit vzdalenost na zakladé
zatizeni a specifickych podminek.
Verify the interaxe according to the
load at m® and particular conditions

Installation steps:

e Draw the lines of the perimeter frame.

e  Determine the height of the ceiling with a level
and mark it with a string.

e Install the perimeter profiles

e  Prepare the hanger grid fixing the threated bar
to the loft.

e Install structure and tiles as following:

3) UMISTIT POJISTNOU KOTVU NA a] UPEVNIT POJISTNOU KOTVU

KONTINENTALNI PROFIL. NA PROFIL “U” A zAJISTIT I

FIX THE CROSSING BRACKET ON SPONOU.

CONTINENTAL PROFILE. Lock THE CROSSING BRACKET ON

/V

“U” PROFILE USING THE CLIP.

~

LOZIT POJISTNOU SPONU DO CTVERCOVEHO OTVORU Z JEDNE STRANY
PROFILU TVARU “U”. / THE LOCKING CLIP MUST BE ALWAYS PLUGGED
IN THE SQUARE HOLE OF THE “U” PROFILE. THE SQUARE HOLE CAN BE
BOTH ON RIGHT AND LEFT SIDE.

mumife De;.u:uj\

POJISTNY KLIP

SAFETY CLIP




SYSTEM SE

SKRYTOU
KONSTRUKCI =
)
~_ STRUCTURE h"\
SYSTEM
ENIGMA ENIGMA ENIGMA ENIGMA
OPEN SPACE DOMINO
KOMPONENTY SYSTEMU / SYSTEM COMPONENTS
1 2 3 4 5 6

KONTINENTALNI PR.  SPOJKA PROFILU KA o et SPONY PROFIL *U" SPOJKA PRO PROFLL “U"
CONTINENTAL PROF. JOINT PROFILE O O Sy BT CLIPS U” PROFILE U’ PROFILE JOINT
7 8 9 10 11
KAZETY ZAP TS PRUZINA OPEN POJISTNY KLIP ZAVITOVA TYC
TILE R A s OPEN SPRING SAFETY CLIP THREADED BAR
CDU DVOJITA KONTINENTALNiI KONSTRUKCE S PROFILEM “U” / DOUBLE CONTINENTAL STRUCTURE
ZBOZi KOD MATERIAL .
1o ARTICLE CODE MATERIAL L ' B/
P . 10
KONTINENTALNI PROFIL POZINKOVANA OGEL -
1 | CONTINENTAL PROFILE HPTRICS GALVANIZED sTeeL | 8710 | 4000 1,70 ml/m? bgilc'"l(gs
SPOJKA PROFILU POZINKOVANA OGEL
2 | JOINT CONTINENTAL PROFILE APENTRIS GALVANIZED sTeeL | 2710 / 0.45 pz/m? /
KOTVA PRO DVOJITY KONT. SYSTEM POZINKOVANA OGEL 2
3 | DOUBLE CONT, SYSTEM BRACKET | APSFCODD GALVANIZED sTeeL | 10710 / 1.15 pz/m 100
SPONY PVC .
4 | cups APCLPVC PVG / 4 pz/m? /
PROFIL “U” 30X20X30 POZINKOVANA OGEL )
5 | 30xe0x30 "U’ PROFILE FU302030L15ZIN | “c) yaNizeD sTEEL | 19/10 | 4050 0.70 ml/m? /
SPOJKA PRO PROFIL “U” POZINKOVANA OCEL .
8 | “U’ PROFILE JOINT Vel GALVANIZED STEEL / QLED) (e /
KAZETY
7 TILE / / / 2,78 pz/m? /
KOTVA PRO ZAVITOVOU TYE @6 mm KALENA OCEL .
8 | THREADED BAR BRACKET @6 mm | APSFBARFIL SPRING STEEL / OED) (pr/t @D
PRUZINA OPEN )
(Pouze pro ENIGMA OPEN) POZINKOVANA OCEL ,
9 | OPEN SPRING APGASIENIGMA GALVANIZED STEEL / 8 pz/m? /
(for ENIGMA OPEN only)
POJISTNY KLIP PRUZINOVA OCEL el
101 SAFETY cLIP APCLEFINASITRR SPRING STEEL / 118 /e 'Dbzelrlle
u
AOBFDOOG1000 1000
11 ZAVITOVA TYC 86 mm ADBFDODE1500 POZINKOVANA OCEL 1500 0,60 pz/m? baliky
THREADED BAR 86 mm AOBFDOOB2000 GALVANIZED STEEL 5000 bundles
AOBFDO0OB3000 3000

L= Délka-| **= Spotfeba modelu B00xB00

L= Lenght-l **= Incidence B00x600 model

Q/B0OX= Ks v krabici nebo baleni

Cast kodu uvedena v edé barvé se méni v zavislosti na
specifikaci poZzadované kazety.
Poznamky pro pouziti kazet Enigma:

Pro nasledné barvené ocelové kazety Enigma se doporucuje kontinentalni profil.

Pro predbarvené ocelové kazety Enigma se doporucuje trojluhelnikovy profil.
Pro nasledné barvené a predbarvené hlinikové kazety Enigma se doporucuje
predbarveny trojuhelnikovy profil.

Q/B0OX= Pieces per box or bundles

The grey part of the code changes according to tile's
specifications.

Enigma tile application note:

With postpainted steel Enigma tile we suggest continental profile.
With prepainted steel Enigma tile we suggest triangular profile.

With pre or postpainted aluminum Enigma tile we suggest prepainted
steel triangular profile.
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ENIGMA MATROX SE SKRYTOU KONSTRUKCI
ENIGMA MATROX WITH HIDDEN STRUCTURE

MODEL 600 x 600 mm
MODEL 600 x 600 mm

Faze instalace:

Vyznacit linky obvodového profilu.

Urcit vysku stropniho podhledu vodovéahou a
oznacit ji provazkem.

Pristoupit k montazi konstrukce:

Instalovat obvodové profily pomoci hrebikd,
Sroubl ¢i hmozdinek vhodnych pro material
stén.

Provést zavéseni.

Nainstalovat nosné profily ve vzdalenosti
1200 mm.

Umistit pojistné spony a pruZiny na trubkové
profily pro spravné zajisténi konstrukce.
Umistit profily trubkového prarezu ve
vzdalenosti 600 mm.

Upevnit kazety ke konstrukci pomoci
zahakovaci pruZziny.

Dokon¢it instalaci umisténim pruZin pro
zajisténi kazet.

A: MAX 1200* mm
B: 1200* mm
C: 600* mm

*Oveéfit vzdalenost na zakladé
zatizeni a specifickych podminek.
Verify the interaxe according to the
load at m2 and particular conditions

Installation steps:

Draw the lines of the perimeter frame.
Determine the height of the ceiling with a level
and mark it with a string.

Install structure and tiles as following:

Install the perimeter profiles using properly
screw and nuts.

Proceed with the installation of hangers.
Install main carriers at a distance of 1200
mm.

Prepare mobilio tubes with clips and hooking
springs for the optimal fixing of the structure.
Fix mobilio tube on main carrier at distance
of 600 mm.

Use mabilio clip to fix tiles and the mobilio
tubes.

Complete the installation securing tiles with
the safety spring.




SYSTEM SE
SKRYTOU

NOSNIK “C* 49X27
49X27 “C" CARRIER

KONSTRUKCI

HIDDEN

STRUCTURE

SYSTEM

KOMPONENTY SYSTEMU / SYSTEM COMPONENTS

SPOJKA NOSNIKU “C”
CARRIER JOINT

ZAVESNA PRUZINA
HOOK WITH SPRING

K/

NEOPRENOVA GUMA
NEOPRENE GASKET

POJISTNA PRUZINA
SAFETY SPRING

KONSTRUKCE MATROX / MATROX STRUCTURE

D ZBOZi KOD
ARTICLE CODE

1| EREETA ENIGMA MItTROX PMATRLEBICOOONA

2 | R eiE TUEe T hmEaat

> ST soorueze

aQ EAPDOBI\llLAlDTEHEKDVEHO PROFILU | xoot STUED22BN
UPEVNUJICI BEZPECNOSTNI

5  PRUZINA AOMOIMBRTU22B
HOOKING SPRING

s | W EARE MMO4g27

7 g':%%’f&“%?“iﬁu ° ACGILINE4927

s | ZAESNAPRUZNA

o NEQPEENOUA St

10 SEE%/TNYU;?”F?FI%IE%JSTNA PRUZINA AOMOSICU

11 ZAVESNY DRAT @4mm S OCKEM AOPEOCCHO250D4

L= Delka-l **=

B4mm HANGER WITH EYE

Spotieba modelu 600x800

ENIGMA
MATROX

1 2 3 a4
— & w
PROFIL TRUBKOVEHO ~ SPOJKA TRUBKOVEHO — SPONA TRUBKOVEHO IS
KAZETA ENIGMA MATROX PRUREZU PROFILU PROFILU UPEVNUJICI PRUZINA
ENIGMA MATROX TILE MOBILIO TUBE MOBILIO TUBE JOINT MOBILIO CLIP
B 7 8 9 10 11

9

ZAVESNY DRAT @4mm

S OCKEM
HANGER WITH EYE

MATERIAL
MATERIAL L I* Q/BOX
OCEL / HLINIK 5/10 .
STEEL / ALUMINUM | 6/10 / / pz/m 10
. volné
POZINKOVANA OCEL .
GALVANIZED sTeeL | 19/10 | 4000 1,70 ml/m? IDbzelrI:e
u
POZINKOVANA OCEL 5
GALVANIZED sTeeL | 9/10 / 0.45 pz/m® 100
PREBARVENA CERNA
BLACK PREPAINTED | 8710 / B pz/m? 50
STEEL
POZINKOVANA OCEL .
GALVANIZED sTeeL | 10710 / 1.4 pz/m /
POZINKOVANA OCEL e
e Srees B/10 4000 0,85 ml/m?  baliky
bundles
POZINKOVANA OCEL 5
GALVANIZED sTeeL | 8710 / 0.22 ml/m? 100
POZINKOVANA OCEL .
GALVANIZED sTeeL | 8710 / 3 pz/m? 100
NEOPREN :
NEOPRENE / 3,34 ml/m? /
POZINKOVANA OCEL
GALVANIZED sTeeL | 8710 / 0,22 pz/m® /
POZINKOVANA OCEL »
GALVANIZED STEEL / 1 pz/m? 100

L= Lenght -

* ok

= Incidence B00xB00 model

Q/B0OX= Ks v krabici nebo baleni

Cast kodu uvedena v sedé barvé se méni v zavislosti na
specifikaci poZzadované kazety.

* Pro utésnéni systému se instaluje pfi montazi podél
okraju kazet.

Q/B0X= Pieces per box or bundles

The grey part of the code changes according to tile’s
specifications.

* Gasket to be installed along tiles side for Matrox a
tenuta only.
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